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30 CFR Ch. II (7–1–12 Edition) § 250.805 

§ 250.805 Safety device training. 
Personnel installing, inspecting, test-

ing, and maintaining these safety de-
vices and personnel operating the pro-
duction platforms shall be qualified in 
accordance with 30 CFR 250, subpart O. 

§ 250.806 Safety and pollution preven-
tion equipment quality assurance 
requirements. 

(a) General requirements. (1) Except as 
provided in paragraph (b)(1) of this sec-
tion, you may install only certified 
safety and pollution prevention equip-
ment (SPPE) in wells located on the 
OCS. SPPE includes the following: 

(i) Surface safety valves (SSV) and 
actuators; 

(ii) Underwater safety valves (USV) 
and actuators; and 

(iii) Subsurface safety valves (SSSV) 
and associated safety valve locks and 
landing nipples. 

(2) Certified SPPE is equipment the 
manufacturer certifies as manufac-
tured under a quality assurance pro-
gram BSEE recognizes. BSEE considers 
all other SPPE as noncertified. BSEE 
recognizes two quality assurance pro-
grams: 

(i) ANSI/ASME SPPE–1–1994 and 
SPPE–1d–1996 Addenda, Quality Assur-
ance and Certification of Safety and 
Pollution Prevention Equipment Used 
in Offshore Oil and Gas Operations (as 
incorporated by reference in § 250.198); 
and 

(ii) API Spec Q1, Specification for 
Quality Programs for the Petroleum, 
Petrochemical and Natural Gas Indus-
try (as incorporated by reference in 
§ 250.198). 

(3) All SSV’s and USV’s must meet 
the technical specifications of API 
Spec 6A and 6AV1. All SSSVs must 
meet the technical specifications of 
API Specification 14A (as incorporated 
by reference in § 250.198). However, 
SSSVs and related equipment planned 
to be used in high pressure high tem-
perature environments must meet the 
additional requirements set forth in 
§ 250.807. 

(4) For information on all standards 
mentioned in this section, see § 250.198. 

(b) Use of noncertified SPPE. (1) Before 
April 1, 1998, you may continue to use 
and install noncertified SPPE if it was 
in your inventory as of April 1, 1988, 

and was included in a list of noncer-
tified SPPE submitted to BSEE prior 
to August 29, 1988. 

(2) On or after April 1, 1998: 
(i) You may not install additional 

noncertified SPPE; and 
(ii) When noncertified SPPE that is 

already in service requires offsite re-
pair, remanufacturing, or hot work 
such as welding, you must replace it 
with certified SPPE. 

(c) Recognizing other quality assurance 
programs. The BSEE will consider rec-
ognizing other quality assurance pro-
grams covering the manufacture of 
SPPE. If you want BSEE to evaluate 
other quality assurance programs, sub-
mit relevant information about the 
program and reasons for recognition by 
BSEE to the Chief, Office of Offshore 
Regulatory Programs; Bureau of Safe-
ty and Environmental Enforcement; 
MS–4020; 381 Elden Street, Herndon, 
Virginia 20170–4817. 

§ 250.807 Additional requirements for 
subsurface safety valves and re-
lated equipment installed in high 
pressure high temperature (HPHT) 
environments. 

(a) If you plan to install SSSVs and 
related equipment in an HPHT environ-
ment, you must submit detailed infor-
mation with your Application for Per-
mit to Drill (APD), Application for 
Permit to Modify (APM), or Deepwater 
Operations Plan (DWOP) that dem-
onstrates the SSSVs and related equip-
ment are capable of performing in the 
applicable HPHT environment. Your 
detailed information must include the 
following: 

(1) A discussion of the SSSVs’ and re-
lated equipment’s design verification 
analysis; 

(2) A discussion of the SSSVs’ and re-
lated equipment’s design validation 
and functional testing process and pro-
cedures used; and 

(3) An explanation of why the anal-
ysis, process, and procedures ensure 
that the SSSVs and related equipment 
are fit-for-service in the applicable 
HPHT environment. 

(b) For this section, HPHT environ-
ment means when one or more of the 
following well conditions exist: 

(1) The completion of the well re-
quires completion equipment or well 
control equipment assigned a pressure 

VerDate Mar<15>2010 13:23 Aug 17, 2012 Jkt 226121 PO 00000 Frm 00152 Fmt 8010 Sfmt 8010 Y:\SGML\226121.XXX 226121er
ow

e 
on

 D
S

K
2V

P
T

V
N

1P
R

O
D

 w
ith

 


		Superintendent of Documents
	2012-09-07T12:44:08-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




